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FOREWORD

This document is established to ensure editorial consistency in IADS standard development and to provide authoritative guidelines for mandatory editorial review. All IADS standard development activities must adhere to the provisions outlined herein.
1. This manual supplements rather than replaces existing international standards. For matters not explicitly addressed, practitioners shall consult ISO/IEC Directives, Part 2 (Principles and rules for ISO/IEC document structure and drafting).
2. Developers encountering implementation questions or proposing substantive improvements during standard formulation should direct communications to the IADS Secretariat at iadsafe@outlook.com.
3. IADS actively invites global automotive industry stakeholders to participate in standard development initiatives. Organizations seeking clarification or wishing to engage may contact the Secretariat through the official communication channel: iadsafe@outlook.com.
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1. Font and spacing
The standard text format should refer to Table 1
Table 1 — standard text format
	Category
	Requirements

	All font shall be Arial

	Font and spacing in clause
	(1) Class 1 clause - 14 pounds, 6 pounds before and after the segment
(2) Class 2 clause and below - 12 pounds, 6 pounds before and after the segment
(3) line spacing 12 pounds

	Font and spacing in text
	(1) 10 pounds
(2) 0 pounds before and 6 pounds after the segment
(3) line spacing 12 pounds

	Font in table and figure
	(1) 9 pounds
(2) line spacing 12 pounds


2. Definitions, acronyms, and abbreviations
The format should refer to Table 2
Table 2 — Definitions arrangement format
	Category
	Requirements

	Original Definitions
	[image: ]

	Citation
	[image: ]

	Citation with adaption
	[image: ]


3. Normative references and bibliography
3.1 The reference should be arranged in alphabetical order in English according to the first letter
3.2 For reference with same first letter, it should be arranged in numerical order
3.3 If specific clauses from other standards are referenced in the main text, the specific year should be indicated in the normative reference
3.4 Files that are only informative elements should be included in the bibliography, the specific format should consult The Chicago Manual of Style
4. Clause
4.1 Hanging paragraphs should be avoided.
[image: 对][image: 错][image: ]
4.2 Lists should be arranged as follow:
[image: ]
5. Figure and Table
Table 3 — Figure arrangement requirements
	Category
	Requirements

	DPI
	1200 DPI at least, saved in .tiff

	Size
	Portrait page: maximum 21.59 cm×15.24 cm
Landscape page: maximum 15.24 cm×22.68 cm

	Color
	Preferred black and white lines

	Color weight
	at least 1.0 points



Figure 1 — Table arrangement requirements
[image: ]
6. Quantities, units, and letter symbols
6.1 In general text, isolated numbers less than 10 should be spelled out. However, in equations, tables, figures, and other display elements, Arabic numerals should be used.
6.2 The value of a quantity shall be expressed by an Arabic numeral followed by a space and the appropriate unit name or symbol. An upright (Roman) type font should be used for the unit symbol.
6.3 If tolerances are provided, the unit shall be given with both the basic value and the tolerance (e.g., 150 m ± 5 mm). Ranges should repeat the unit (e.g., 115 V to/~ 125 V). “-” can’t be used to expressed range.
6.4 The physical quantity symbols shall be set in italic letters.
7. About units
Units should be expressed in the SI unit system and the SI unit extension system.
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coded character set: A set of characters ... Syn: code set.
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systematic drift rate: That component of drift rate that .. (IEEE Std 260.1-2004).
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drift rate: The slope at a stated time of ... (adapted from ISO/IEC 9945-1:2003).
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4. Example of hanging paragraph

A hanging paragraph would follow the main clause head. All text following this head is a part of the clause,
including all the text within subclauses, as reference to this paragraph would be ambiguous

4.1 Subclause head

Subclause text.
5. Hanging paragraph corrected

5.1 Subclause head
Text that is no longer a hanging paragraph.

5.2 Subclause head

Subclause text.
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Items that are included on the nameplate include the following:

a)
b)
D]

4

Name of the manufacturer
Rated frequency, if other than 60 Hz
Connection chart showing
1) Full winding development
2)  Taps
3)  Pole and pocket location
Instruction book number
Mutual reactance (for linear coupler transformers)
Self-impedance (for linear coupler transformers)
1) Resistance
2) Reactance
3) Impedance
i) Forvolts
ii) For amperes
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Column heading

Column heading

Column heading*

Column heading

Column heading

Line heading Tabulated data (individual
Subheading positions within the body of
subbent 3 the table are called cells)

Line heading

NOTE I—This table is provided as an example. The structure of actual tables may vary depending on the data being

displayed

NOTE 2—Use 0.75 Xd for hydrogenerators without amortisseur windings.
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